
IF THE 
BOOT 
FITS

Style & Sizes Inlet Sizes Outlet Sizes Length

Single Mixer Boot 5" or 6" pipe 1-1/2, 1-3/8, 1-5/8, 1-3/4, 1-7/8,
2, 2-3/16, 2 1/4, 2-3/8, 2-1/2, 2-9/16, 2-3/4, 2-7/8 
3, 3-1/4, 3-5/8
4, 4-1/2, 4-3/4
5

36"

Single Mixer Boot 5" or 6" pipe 2.5, 
3, 3-1/4, 3-1/2, 3-3/4, 
4

36"

Double Mixer Boot 5" or 6" pipe (1) 1-1/2, (1) 1-3/8, 1-5/8, 1-3/4, 1-7/8,
2, 2-3/16, (1) 2 1/4, 2-3/8, 2-1/2, 2-9/16, 2-3/4, 2-7/8 
3, 3-1/4, (1) 3-5/8
4, 4-3/4

36"

Double Mixer Boot 5" or 6" pipe 2.5
3, 3-1/4, 3-1/2, 3-3/4, 
4

36"

Special Duck Bill Boot 5" or 6" pipe 2-1/4 x 7
3 1/2 x 6 1/2 
4 x 6
4 x 6

36"

Special 3x3x3 Mixer Boot 5" or 6" pipe 3 36"

Elbows 5" or 6" pipe 36"

Boot Thickness Types of Rubber Available

.09375 - .15625	 1/8" Colour                            Durometer

.15625 - .21875	 3/16" RED                               68 - 72A

.21875 - .28125	 1/4"
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ACS MIXER BOOT. For any style preference (and personal flair), ACS 
provides a variety of flexible mixer boots for consistent and even distribution 
of your slurry in the final stages of mixing.

Double Mixer 
Boot (Pant 
Leg Style)

Single Mixer Boot


